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ValVes on Rail



SichereS AbSperren SAfe Shut Off

Das Schrägsitzventil SSV-80 ist eine Falten-
balg-Absperrarmatur, die insbesondere für die 
Verwendung an Eisenbahnkesselwagen zum 
Transport von Flüssigkeiten und Flüssiggas ge-
eignet ist. Das Ventilgehäuse ist sowohl in Stahl-
guss als auch in Edelstahlguss lieferbar. Die in-
nen liegenden Bauteile sind grundsätzlich aus 
hochlegiertem Edelstahl.

Die besondere Materialpaarung von Trapez-
spindel und Trapezmutter verhindert den Slip-
Stick-Effekt und ermöglicht so eine ruckelfreie 
Bewegung. Das Ventil zeichnet sich daher durch 
seine leichtgängige Betätigung für ein schnelles 
Öffnen und Schließen aus.

Die Spindel ist sowohl gegenüber dem Medium 
als auch äußeren Umwelteinflüssen geschützt, 
so dass ein störungsfreier Betrieb des Ventils 
über sehr lange Zeit gewährleistet ist. Zum Ei-
nen ist die Gewindespindel der Betätigungswel-
le vor Umwelteinflüssen und somit vor schmutz-
bedingtem Verschleiß geschützt. Zum Anderen 
ist das Ventil mit einem Edelstahlfaltentalg aus-
gestattet, der einerseits die Betätigungswelle vor 
dem durchströmenden Medium schützt, und 
andererseits die leckagefreie Abdichtung ge-
genüber der Umwelt gewährleistet.

Der Ventilkegel ist mehrteilig gefertigt. Seine 
Konstruktion ist wartungsarm und erlaubt den 
schnellen und einfachen Wechsel der Kegel-
dichtung. Die Kegeldichtung ist standardmäßig 
aus PTFE,  ist optional aber auch in anderen 
Materialien lieferbar.

Die Durchführung der Spindel ist zusätzlich mit 
einer Wellendichtung gedichtet, so dass auch 
im Fall eines Faltenbalgbruches die Ventilspin-
del abgedichtet bleibt.

Aufgrund der strömungsoptimierten Gestaltung 
des Ventilinnenraumes hat das SSV-80 einen 
kvs-Wert von 130 m³/h und trägt somit zu einer 
effizienten Be- und Entladung bei.

The angle seat valve SSV-80 is a bellows shut-
off valve for rail cars transporting liquids and 
liquified gases as well. The valve body is avail-
able in both, cast iron and cast stainless steel. 
As standard all the internal parts are made in 
high-alloyed steel.

The materials of the trapezoid spindle and nut 
avoid the slip-stick-effect and allow a turning of 
the spindle without jerking. 
The valve distinguishes by its smooth-running 
actuation which allows a fast opening and 
closing of the armature. 

The driving spindle is protected against the me-
dium as well as the environment. A sustainable 
trouble-free operation for long time is guaran-
teed. There is the lead screw which is covered 
by the housing completely  so damage due to 
wear from dirt and dust is prevented. In addi-
tion the inbuilt stainless-steel bellows protects 
the spindle against the medium and seals the 
valve leak-proof against the environment. 

The multi-part valve cone is easy to maintain 
and enables an easy change of the valve seal. 
The seal is made of PTFE by default and is avail-
able in other materials on customers demand.

The spindle throughfeed is sealed additionally 
with a special shaft seal which provides a leak-
proof valve even in case of the rupture of the 
stainless-steel bellows.

Due to the design of the internal space of the 
SSV-80 a streamlined flow is considered and 
results in an advantageous Cv of 130 m³/h. 
This in turn contributes to an efficient fast un-
loading of the vessel.
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